CONTRACT NO.

ANCHOR ROD LENGTH AS SPECIFIED

APPROX 300 ¢12')

\- SEE BOLT CAGE

TOP DETAIL

\— SEE BOLT CAGE

BOTTOM DETAIL

ANCHOR BOLT CAGE

wikciststd\baS81.dgn

= 2/15/2005
PLOT SCALE = 52.082 ‘/ IN.

USER NAME = gaglianobt

PLOT DATE

FILE NAME

e 57 (2.25") DIA. ANCHOR ROD
TOP 609 (24’) HOT DIPPED GALVANIZED, AASHTO M232
57 (2.25") HEX HEAD NUT
——— AASHTO M 291M, CLASS S
HOT DIPPED GALVANIZED AASHTO M 232
——— 57 (2.25") LOCK WASHER, AASHTO M 293
HOT DIPPED GALVANIZED AASHTO M 232

e 57 (2.25') FLAT WASHER, AASHTO M 283
HOT DIPPED GALVANIZED AASHTO M 232
—— RING TEMPLATE, 6.35 X 150 (0.25" X 6")

STEEL PLATE

HOT DIPPED GALVANIZED AASHTO M 232
57 (2.25") LOCK WASHER, AASHTO M 293
HOT DIPPED GALVANIZED AASHTO M 232

57 (2.25") HEX HEAD NUT
AASHTO M 29IM, CLASS S
HOT DIPPED GALVANIZED AASHTO M 232

I.I \— 57 (2.25") FLAT WASHER, AASHTO M 293

BOLT CAGE TOP

762 (30”) DIAMETER
BOLT CIRCLE

RING TEMPLATE, 6.35 X 150 (0.25" X 6
/_‘ STEEL PLATE

50 X 12,5 (2 X 0.5) STEEL BAR
OF LENGTH AS NEEDED

SECTION A-A

57 (2.25") HEX HEAD NUT
AASHTO M 291IM, CLASS S
HOT DIPPED GALVANIZED AASHTO M 232

57 {2.25") LOCK WASHER, AASHTO M 293
HOT DIPPED GALVANIZED AASHTO M 232

57 (2.25") FLAT WASHER, AASHTO M 293
HOT DIPPED GALVANIZED AASHTO M 232

63.5 (2.5") SCHEDULE 40 STEEL PIPE, 76 (3') LONG

50 X 12.5 (2" X 0.5') STEEL BAR

OF LENGTH AS NEEDED

BOLT CAGE BOTTOM

b TOTAL [SHEET
Esh: | SECTION county | JOTAL [SHEE
g5 |64
STA. 10 STA,
FED. ROAD DIST, W0, [ILLINOIS| FED. AID PROJECT
60A23

NOTES
1. ALL DIMENSIONS IN MILLIMETERS (INCHES) UNLESS OTHERWISE SHOWN

2. ANCHOR RODS SHALL BE STRAIGHT AND SHALL BE ACCORDING
TO AASHTO M 314 OR ASTM FI554, GRADE 725 (GRADE 105) AND
GALVANIZED ACCORDING TO ARTICLE 1006.08.

3. ANCHOR ROD INFORMATION SHALL BE SUBMITTED FOR APPROVAL AND
SHALL BE FULLY COORDINATED WITH TOWER MANUFACTURERS REQUIREMENTS.

REVISIONS
NAME DATE ILLINOIS DEPARTMENT OF TRANSPORTATION

HIGH MAST LIGHT TOWER

27m TO 36m (30FT TO 120FT)
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